
 
          WS-15A Display  

 
 

X Wind speed and 
direction digital display 

X Rugged IP65 
construction 

X Easy to navigate menu with user-
prompts 

X Configure wind speed alarm 
X Monitor sensor status and radio 

signal strength 

     
 Wind speed alarm  
 

 

X Choice of multi-tone 
104dB sounder or flashing 
red LED beacon 

X Silenced through WS-15A display 

OPTIONS 
Lightning / power surge protection 

aŀƎƴŜǘƛŎ ΨǉǳƛŎƪΩ ƳƻǳƴǘƛƴƎ ŦŜŜǘ ŦƻǊ ŘƛǎǇƭŀȅǎ ϧ ŀƭŀǊƳǎ 

Additional alarm sounder or beacon in site office 

Solar panel with battery backup for remote sensor & 
radio when no mains power available 

 Radio Modem  
 
 
 

X Line-of-Sight path - up to 2 miles range 
X 2.4GHz licence free (dependant on local 

regulations) frequency hopping 
X Robust IP66 enclosure  
X Mounting mast for crane installation 

Site Office equipment: WS-15A Display, Radio Modem, 
WindLogger and Power Supply. 

   Richard Paul Russell Limited  
 

Wind Speed and Direction Systems for 
Tower Cranes and Construction Sites  
 
The solution for crane operators and construction site managers for safe 
crane operation and site condition monitoring. 
 
R-P-R Ltd. wind systems: 

Measure wind speed and direction at crane jib elevation. 

Crane operator has wind speed display in cab with high wind speed 

warning. 

Site office has overview of wind conditions with the ability to log data 

for health and safety and down-time records. 

Richard Paul Russell Ltd. is the UK distributor of the Kestrel Weather Meters, a 
range of handheld instruments - ideal for all personnel working at height. 

Crane cab equipment: WindSonic Sensor, WS-15A Display, 
Alarm, Radio Modem and Power Supply 

  WindSonic Sensor  
 
 
 

X Single sensor for 
wind speed and 
direction 

X Accurate 
measurement of 
wind speed to 60 m/s (134 mph) 

X No moving parts = low 
maintenance 

X Robust & corrosion resistant 
X No calibration required 
X Mounting mast for easy 

installation 

 WindLogger data logger  
 
 

X Logging of wind data for site safety 
and operational records 

X Simple setup 
X Removable memory card 
X Over one year of time-stamped data 
X Data in .CSV files ς may be read in 

MS Excel ς no special software 
required 

 

Site Office  

Crane Cab  
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